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Upon purchase of the "Pyrano Option", please indicate the type of Pyrano.
So, at activation, CMS can already pre‐define the Pyrano type in CMS‐CRM.
If you did NOT indicate a Pyrano Type, then set it up in CMS‐CRM yourself.
We recommend to set the Pyrano‐Type in CMS‐CRM, before "FULL RESET"
Of course, you also can set your Pyrano‐Type later on, in the ASI‐GUI.
BUT, on later "FULL‐RESET's", local ASI‐GUI settings are reset to CMS‐CRM.

ASI PeriCon Firmware Upgrade (for recently added new Pyrano vendors, only):
Requires a special UART/USB cable and software. ‐ Please contact your agent.

Pyranometer Modbus Option ‐ Introduction 

ASI Software ‐ Installation, Setup, Configuration 

CMS ASI‐16/5n "Pyranometer Modbus Option" allows to connect selected 
types of Pyranometers (with digital Modbus output) directly to an ASI imager. 
(This option DOES NOT support Pyranometers with analogue‐only output.)

Currently implemented vendor Modbus protocols: 
EKO Instruments: MS‐80M, MS‐60M, MS‐40M, ML‐01M.

Other vendor's Modbus protocols: Not implemented, yet.
Maybe can be implemented upon request, likely at additional costs.
Implementation subject to  clarification and tech support of vendor. 

Internally, ASI PeriCon (Peripheral Controller) retrieves one value per second.
Latest 1‐second Irradiance data are stored into each JPG image, in the EXIF data 
set, and are recorded into ASI PeriCon "...PeriData‐yymmdd.csv" datalogger 
files. Maximum logging speed can be configured up to 1 dataset per second.  

Irradiance Data ‐ Retrieval and Storage (in W/m2):

ASI‐16/5n All Sky Imagers  ‐ Options

External High Precision Temperature/Humidity Sensor:

The new high‐precision Temp/RH sensor (Sensirion SHT85) now comes with a 
cable and a stainless  steel metal tube, ready to be mounted into a professional 
"Radiation Shield", to ensure high quality Meteo‐standard Temp/RH data.

NOTICE: The Temp/RH sensor MUST be connected IN ANY CASE, as it is 
MANDATORY for operation and control of heating and ventilation functions.
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ASI‐16/5n All Sky Imagers  ‐ Options

Pyranometer Option ‐ Hardware Delivery and Mounting 

CMS ASI‐16/5nn"Pyranometer 
Mounting Arm" comes with  two 
non‐pre‐assembled arm 
components, and  small 
additional parts (screws, 
washers)  for assembly and 
mounting. ‐ Screws to mount the 
Pyranometer itself are NOT 
included.  Usual those screws  
are a part of the Pyranometer  
supplier scope of supply.

For proper mounting of the 
"Pyranometer  Mounting Arm", 
follow instructions within the 
picture.  ‐ NOTICE: There are 
three possible ways of mounting. 
Only ONE ensures  the correct 
North‐South arm orientation , 
necessary for non 90° tilt angle 
adjustments, required for  GTI.

When mounting the 
Pyranometer, consider 
Northern or Southern 
hemisphere. The plug 
and cable always shall 
face "away from sun", to 
avoid heat by exposure 
to direct sun radiation, 
therefore likely corrupt 
Pyrano irradiance data.  
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Specifications and designs in this paper are preliminary and for general information purpose, only.

Pyranometer Option ‐ Software Functions  

ASI‐16/5n "Pyranometer Option" is an OPTION, not part of standard delivery.
It supports specified Pyranometer with a digital Modbus output interface, only.

To activate this option, you must purchase and pay the applicable option fee.
After CMS‐Schreder  confirmation, you must run an ASI‐Manager "FULL RESET".
And, you must purchase and mount an ASI‐compatible Modbus Pyranometer.
At the moment, CMS ASI‐16/5n supports EKO Modbus Pyranometers, only.

Pyranometer Option ‐ Datalogger CSV‐File ‐ Irradiance Data

PIRA: Last Second Value "PIR_": Irradiance Values in [W/m²]
PIRP: Packaged Average PIRM: Moving Average
PIRH: Last Interval Maximum PIRL: Last Interval Minimum
Average time period and PIRM weighting to be customized,  via parameters.
ASI Datalogger captures 1/sec raw values , and calculates  others there from.

ASI‐16/5n All Sky Imagers  ‐ Options
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Prüfbericht   
Test Certificate  
 
 
 
 
Prüfgegenstand // Object: Extreme Temperature stress test up to TENV = +85.5°C of an 

All Sky Imager ASI-16/5n. 
 
Auftraggeber // Customer: CMS Ing. Dr. Schreder GmbH  

Lofererstraße 32, A-6322 Kircbichl 
 AUSTRIA 
 
Hersteller // Manufacturer: CMS Ing. Dr. Schreder GmbH 
 
Typ // Type: ASI-16/5n 
 
Seriennummer // Serial number: 16015 
 
Datum // Date: 4. July 2020 - 16. July 2020 
 
Seitenanzahl // Number of pages: 5 
 
Ergebnis // Result: The All Sky Imager was successfully tested for standard 

operation modus (1 image @ 5 minutes) under extreme 
temperature stress with an environment temperature up to 
+85.5°C. The test was running for 12 days. The temperature 
sensor of the ASI has a typical tolerance of ±0.25°C @ +85°C. 
The system was running under these test scenario without 
troubles without loss of image data. 

 
 
Dieser Prüfschein darf nur vollständig und unverändert verbreitet werden. Auszüge oder Änderungen 
bedürfen der Genehmigung des Kalibrierlaboratoriums der Firma CMS Ing. Dr. Schreder GmbH. 
Dokumente ohne Unterschrift und Siegel haben keine Gültigkeit.  //  This certificate shall not be 
reproduced other than in full expect with the permission of the calibration laboratory of the company CMS 
Ing. Dr. Schreder GmbH. Documents without signature and seal are not valid. 
 
 
 
 
 
 
Siegel // Seal  Ausstellungsdatum // Date Für  den  technischen  Inhalt  verantwortlich 

//Responsible  regarding  technical  content 

 
 

 
16. July 2020         

Ing. Dr. Josef Schreder                    
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Prüfgegenstand // Description of the calibration object: 
Test of an All Sky Imager ASI16 inside a climate chamber. The System was connected by TCP/IP original 
standard cable and the original power supply. It was horizontally levelled inside the test chamber. The 
temperature is shown on the Measurement Chamber and also logged with the temperature sensor 
SHT85 of the internal data logger from ASI16. 
 
Ort der Prüfung // Pace of certification: 
CMS Ing. Dr. Schreder GmbH Lofererstraße 32, A-6322 Kircbichl. 
 
Umgebungsbedingung // Environment: 
The Test was carried out under environmental conditions inside test chamber. 
 
Kennzeichnung // Identification: 
The system is identified by its serial number. 
 
Messaufgabe // Task of measurement: 
Temperature stress test. Test of functionality (1 image @ 5 minutes) during very hot environmental 
temperature scenarios (~+75°C up to about +85°C) in standard working configuration. 
 
Verwendete Messgeräte // Used instruments: 
Climate Chamber Heraeus-Vötsch, VLK 04/150. 
Sensirion RHT Sensor SHT85 (accuracy:  ±0.1°C @ 20°C to +50°C;  ±0.4°C @ +80°C; TENV) 
Infrared Thermometer TV325 (non-contact temperature measurement; accuracy ±2°C; TTV325). 
 
Verwendete Unterlagen // Used documents: 

• Interne Arbeitsvorschrift: carried out according to internal procedure, as applicable. 
 
Bemerkung // Remark: 
The documented results correspond exclusively to the stated instrument. A dependence of other 
influence parameters than the described one are not investigated. 
 
 

MESSUNG/MEASUREMENT 
 
Beschreibung/Description 
The All Sky Imager (ASI) was put into the climate chamber. 
ASI was on standard operational mode (temperature 
regulation activated, 1 image @ 5 minutes) before starting 
the experiment. Measurements were made on automatic 
modus with standard exposure. The datalogger interval of 
ASI16 was set to 10sec. Measurements of the 
environmental air temperature TENV inside the climate 
chamber were carried out with the Sensirion RHT Sensor 
SHT85 of the ASI. Additional measurements of the air 
temperature inside the climate chamber were carried out 
with the infrared thermometer TV325. 
 
The high temperature Test was started on day 20200704 
and lasts over 12 days until 20200716. Tests are carried 
out with TENV = +76°C (TTV325 =77°C), TENV = +82.5°C 
(TTV325 =84°C) and TENV = +85.5°C (TTV325 =87°C). The 
temperature setting lasts for ~3 days @ 76°C, 3.5 days @ 
82.5°C and ~6 days @ 85.5°C. 
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Temperature measurement: 
 

 
 
Web interface of the All Sky Imager: 
 

 
 

+85.5°C 
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Data sheet temperature sensor SHT85: 
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Prüfbericht
Test Certificate

Prüfgegenstand // O bject:

Auftraggeber // Customer:

Herste I ler // M a n ufactu rer :

Typ // Type:

Seriennummer // Serial number:

Datum // Date:

Seitenanzahl // Number of pages:

Measurement of temperature behaviour of All Sky lmager
ASt-16.

CMS lng. Dr. Schreder GmbH
Lofererstraß e 32, A-6322 Ki rcbichl
AUSTRIA

CMS lng. Dr. Schreder GmbH

ASt-16

16015

13. June 2016 - 15. June 2016

3

Dieser Prüfschein darf nur vollständig und unverändert verbreitet werden. Auszüge oder Anderungen
bedürfen der Genehmigung des Kalibrierlaboratoriums der Firma CMS lng. Dr. Schreder GmbH.
Dokumente ohne Unterschrift und Siegel haben keine Gültigkeit. ll This certificate shall not be
reproduced other than in full expect with the permission of the calibration laboratory of the company CMS
lng. Dr. Schreder GmbH. Documents without signature and seal are not valid.

Siegel ,/Sea/ Ausstellungs dalum // Date

19. June 2016
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Prüfgegenstand // Description of the calibration object:
Test of a All Sky imager ASI-16 inside climate chamber. The System was connected by TCP/IP standard
cable and the original power supply. lt was horizontally levelled inside the test chamber. The temperature
is shown on the Measurement Chamber

Ort der Prüfung // Pace of certification:
CMS lng. Dr. Schreder GmbH Lofererstraße 32, A-6322 Kircbichl.

Umgebungsbedingung // Environment:
The Test was carried out under environmental conditions.

Ken nzeich n ung // I dentifi cati o n :
The system is identified by its serial number.

Messaufgabe // Task of measurement:
Measurement of temperature behaviour.

Vennendete Messgeräte // Used instruments:
Climate Chamber Heraeus-Vötsch, VLK 041150
lnfrared thermometer TV325.

Venrvendete Unterlagen // Used documents:
o lnterne Arbeitsvorschrift: carried out according to internal procedure, as applicable.

Bemerkung // Remark:
The documented results correspond exclusively to the stated instrument. A dependence of other
influence parameters than the described one are not investigated.

MESSUNG/MEASUREMENT

Besch rei bu n g/Description
The All Sky lmager (ASl) was put into the test chamber. ASI was on operational mode before starting
cooling down the environment. Test cycles were started on day 20160613 at an environmental
temperature TsNy of +21"C. Lowest temperature of the test cycle was set to -40"C, highest temperature
was set to +56'C. The device under test was running under operational modus (2 image @ 5 minutes) for
about45 hours.
Temperatures were logged with the ASI internal temperature sensor and an external temperature sensor
(Tex"). The Tryrwas put in a distance of about 8cm above the glass dome of the ASl. The Tg11 showed a
temperature which was about +6 "C higher than the ASI temperature sensor. This temperature difference
is the effect of the internal heating system of the ASl.

On day 20160613 the device under test was running under standard operation modus. Environmental
temperature Tgxy w€ls set at levels +21"C, +16"C, -10'C, -30'C, -40'C. The internal heating system of the
device under test was running (electrical heating with about 60W). At 18:00 (TExy = -30"C) the heating
system was switched off (not standard operation) to test the coldest environmental situation. ASI was
running as required.

On day 20160614 the device under test was running under not standard operation modus (the internal
heating system of the ASI was switched off). The internal heating system of the device under test was
switched off. The T6py wäs set to -40'C since day 20160613. At 08:00 the power of the system was
switched off to test the restart behaviour. After 4 hours at 12:00 power was switched on again. The ASI
started and was working as required. At 16:15 the environmental temperature was set to +56"C. ln

ü§\r:iIi §ru*. *u. S**ux*uär üiusi{ I""*l=§ssffis?t{i\$sli: }ä li$§ää ffiac*-*B§*!-ia-







S*it* i l3*go 2 v*rr 4 ldentifirierru r:g / identiiier

Prüfgegenstand // Description of the calibration object:
Test of a Total Sky Camera ASI inside climate chamber. The System was connected by TCP/IP standard
cable and the original power supply. lt was horizontally levelled inside the test chamber. The temperature
is shown on the Measurement Chamber

Ort der Prüfung // Pace of certification:
CMS lng. Dr. Schreder GmbH Lofererstraße32, A-6322 Kircbichl.

Umgebungsbedingung // Environment:
The Test was carried out under environmental conditions inside test chamber.

Kennzeich n ung // ld entifi cati o n :
The system is identified by its serial number.

Messaufgabe // Task of measurement:
Temperature stress test. Test of functionality (2 images @ 5 minutes) during rapidly changing
environmental temperature scenarios (<-30'C and >+45'C) in standard working configuration.

Verwendete Messgeräte // Used instruments:
Climate Chamber Heraeus-Vötsch, VLK 041150

Venrvendete Unterlagen // Used documents:
o lnterne Arbeitsvorschrift: carried out according to internal procedure, as applicable.

Bemerkung // Remark:
The documented results correspond exclusively to the stated instrument. A dependence of other
influence parameters than the described one are not investigated.

MESSUNG/MEASUREMENT

Besch rei bu n g/Descri ption
The All Sky lmager (ASl) was put into the test chamber. ASI was on standard operational mode
(temperature regulation activated, 2 images @ 5 minutes) before starting the experiment. Measurements
were made on automatic modus with standard exposure and under exposure.

Test cycles were started on day 20160615 and lasts over 4 days until 20160619. 10 stress cycles were
carried out. Starting at an environmental temperature Tsxy of +56"C the temperature cycles were set to
Tsxy lower -30"C and higher +45"C. The lowest TExy wäs -35"C. Additional the relative humidity inside the
test chamber was logged. ASI was running as required.

Ergebnis/Result
The All Sky lmager was successfully tested for standard operation modus under "Temperature stress
scenario" between Teuv = -35'c and TrNv = +56'C, with a measurement and climate chamber control
tolerance of +3 'C. ln total 10 stress cycles were carried out within 4 days. The system was running under
all tested environmental situations without troubles - 2 images @ 5 minutes were taken without loss of
image data. The temperature and humidity measurements are presented in the plots below.
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TEMPERATURE & HUMIDIryTEST ASI.16 20160615 TEIVlPERATURE & HUMIDITY TEST ASI.16 20160615
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