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DETAIL A
 

Mounting instructions:
1: Mount the coupler to the OMC-118H with the
  4x M5x20 bolts) (Figure A)
Don't forget to include the gasket (item 10)
2: Mount the 4 M5x10 Bolts on the bracket with the
red dot pointing to the Junction Box.
3: Mount the complete sensor to the pipe with the
U-Bolts (item 3) with the red dot pointing to the North.
4: Connect the earth cable (13)

Technical specifications:
ULTRASONIC WINDSENSOR
Windspeed
Range: 0....65 m/s
Accuracy: 2%
Resolution: 0,01 m/s

Operating temperature: -40...70°C
Power Requirement: 9-30VDC
Heating: 3A @24VAC or VDC
Weight: 4,7 kg
Material: SS316 (1.4401)
IP Rate: IP66

Wind Direction
Range: 0...359,9°
Accuracy: u2°
Resolution: 1°

FIGURE A

Item File Name Comments Quantity
1 OMC-118H Sensor SS316 (14401) 1
2 OMC-122M Bracket SS316 (14401) 1
3 U-Bolt Assembly SS316 (14401) 2
4 M5x20 SS316 (14401) 4
5 Spring Washer M5 SS316 (14401) 4
6 Bolt M5x10 SS316 (14401) 4
7 Junction Box Polyester 4
8 Gland M20x1.5 Nickle Plated Brass 3
9 Terminal Block UK5N/USLKG5 1
10 Gasket Rubber 1
11 Coupler SS316 (14401) 1
12 Spacer SS316 (14401) 1
13 PE Conductor 0.5m, 6mm² 1
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PAIR 1
RS 422 TXA (-)
RS 422 TXB (+)

OMC-118 cable

3
4

5
6

PAIR 3
POWER SUPPLY V- (9-30VDC)
POWER SUPPLY V+ (9-30VDC)
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PAIR 5
HEATER V- (24VDC/3A)
HEATER V+ (24VDC/3A)
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PAIR 2
RS 422 RXA (-)
RS 422 RXB (+)
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RAL 7004
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ALL DIMENSIONS IN MM

A Small changes 08-01-2021 H. OUADI
B Small corrections 27-08-2021 H. OUADI
C Added earthing details 02-02-2023 H. OUADI
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Earth point Earth point M8x15
supplied with cable, see 13
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6mm² 
length: 0,5m

Cable 
Dimensions: 7-12mm

Pipe diameter: 
45-60mm
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